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Abstract 
This study attempts to identify the causes and possible solutions for voltage profile issues in the lower land of Nepal, 
and is specifically focused on Laukahi feeder, a radial distribution system with an approximate length of 65 km and 
distributed at 11KV system voltage. Currently, the end-users feeding through this feeder is getting drop voltage along 
with frequent interruptions in the power supply. In this study, a forward/ backward sweep algorithm is used to 
analyze the load flow of the distribution system, whereas the ant colony optimization (ACO) technique is used to 
identify the best location for the Distributed Generator (DG) penetrations. After completion of this study, it is found 
that, the branch loss of the feeder can be reduced up to 87.22%, and the voltage profile can be improved from 0.828 pu 
to 0.982 pu by integrating some form of DGs. 




Nepal is a country dominated by hydropower; yet power extractions from other renewable sources such as wind, 
solar and biomass are being emerged nowadays. Even though the neighbouring countries are now able to generate 
hundreds of Megawatts of power from Solar PV, electricity from hydropower is still the cheapest in long run for the 
country due tothe abundance of natural resources(Peng et al., 2014; Sahoo, 2016). In generating stations, power 
generation has constraint power output; however, the demand is varying with various parameters such as time, income, 
weather, season etc. (Ashish  Shrestha et al., 2019). Hence, the electricity utility’s responsibility is to deliver electricity to 
the load centre as per demand without fluctuations in the rated standard parameters such as voltage, frequency etc. 
which is much challenging. With the introduction of low-cost electricity using renewable sources, limitations in placing 
multiple small and medium power generation sources are now been resolved and opportunity for distributed generation 
integration is emerging these days (Ashish  Shrestha et al., 2019; A Shrestha et al., 2016). To overcome the gap between 
demand and generation, alternative energy sources at an alternative place (where needed) for generation is being quite 
popular (Ackermann et al., 2001; Sah et al., 2018) in recent days. DG has different identification with the need of 
researchers; nevertheless, one common understanding among them is power generation source having less than main (or 
grid) generation sources (power supply capability) and is mostly situated at the load centre is termed as DG, and it 
couldn’t be alternative but supportive for the main generation (Pramish Shrestha et al., 2018).  
The electrical distribution system mainly faces direct and indirect losses where direct loss is associated with the 
magnitude of flowing current such as dissipating heat due to I2R loss in the lines and indirect loss represents the losses 
due to intentional or unintentional human involvement (Civanlar et al., 1988; Ashish Shrestha, 2017; Verayiah, Mohamed 
et al., 2014). The distribution power line also has some power quality issues such as voltage drop, voltage sag, voltage 
fluctuation, voltage flicker, transient voltages etc. These are some common problems in the distribution systems globally, 
which are occurred due to the reasons such as loading pattern, length of the line, consumer behaviour in the feeder etc. 
(Sampath, 2015). The electrical distribution system has some unique characteristics than the transmission line such as 
radial meshed structure, multiphase and unbalanced operation, unbalanced distributed load, an extremely large number 
of branches and nodes, and a high R/X ratio (Ashish Shrestha et al., 2016). Generally, the R/X ratio of the distribution 
system is very high resulting in the high voltage drop and power loss in the system (Ashish Shrestha et al., 2018). Due to 
these characteristics, conventional Newton Raphson and Gauss-Seidel methods may provide inaccurate results and also 
may fail to converge (Ashish Shrestha et al., 2016; Teng, 2003).  For that reason, various load flow equations applicable 
for radial distribution system were proposed (Prenc, Škrlec, & Komen, 2013). Moreover, the forward/ backward sweep 
algorithm is quite popular among them due to its easiest modulation (Bompard et al., 2000). Typical DG problem is 
related to optimal size and locations of DG which is a combination of discrete and continuous function. For this reason, 
deterministic methods are unable to deal with the size and place simultaneously. This is the real challenge to all calculus-
based optimization methods and opportunities for the heuristic and population-based methods such as particle swarm 
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optimization (PSO), bacterial foraging algorithm (BFA), Genetic algorithm (GA), ACO etc. (Farhat, 2013; Ajay Singh et 
al., 2018). Correlating with animal behaviour, many researchers have developed a mathematical optimization model. 
Optimization is the process to get the maximum possible output with the least possible input or is defined as it is the act 
of obtaining the best results under the given circumstances. Moreover, the main goal of optimization is to minimize the 
effort required to get the maximized benefit (Pazhaniraja et al., 2017). For instance, inspired by the food foraging 
characteristics of ant, the ACO technique was developed. Furthermore, from the cuckoo’s lay behaviour, cuckoo search 
algorithms are in place. Likewise, Whale optimization, PSO, GA, Firefly algorithm, Lion Optimization Algorithm (LOA) 
etc. have been using in power system planning (Balamurugan et al., 2018; Seidlová & Poživil, 2005; Shekhawat et al., 
2009; Yang, 2009; Yang & Deb, 2009; Yazdani & Jolai, 2016). Nikoukar and Gandomkar(Nikoukar & Gandomkar, 2005), 
has compared the power loss in a distribution system using Genetic algorithm (GA), Genetic Algorithm and Tabu Search 
(GA-TS), and the ACO, from which it was concluded that ACO gives the best results compared to other algorithms. 
In this study, the concept of DG integration on radial distribution system is analyzed to improve the voltage profile 
at the end-user level. This study first introduces the issues and challenges that occurred in the radial distribution system 
and the role of DG to incorporate them. Section 2 presents the details of the case study area, whose real data were taken 
to analyze the system performance. In section 3, applied methodologies and approaches are explained. Section 4 presents 
the research outcome and their discussion. Finally, in section 5, conclusions are drawn based on the conducted analysis. 
Current Scenario of the Case Study Area  
In this study, the case of Inaruwa Distribution and Consumer Service (DCS) is considered, which is located in 
Sunsari district of Nepal with 33/11kV substation, providing power to the consumers through 5 different feeders at 
11kV. During the problem assessment in this substation, the extremely poor voltage had been identified facing by the 
consumers. Normal activities have been affected due to the low voltage (around 90-115V in 230V rated voltage level for 
domestic household consumers). Considering all connected feeders in this substation, the Laukahi feeder is the longest 
one with approximate 65 km in length. Figure 1 shows the layout of the DCS, and the detailed single line diagram of the 
Laukahi feeder is shown in Figure 2. It has a total 76 number of buses, from which several consumers are getting supply 
through 11/0.4kV transformer. Dog conductor (R = 0.2712 /km and X = 0.2464 /km) is used to transmit the power 
for this feeder from the substation. Many electric agro-processing mills, timber and furniture mills, small irrigation 
projects along a large number of domestic households are in dependence on this feeder. The maximum loading of this 




Figure 1: Layout of Inaruwa DCS 
 
 
Figure 2: SLD of Laukahi Feeder 
 
Although individual feeder has different loading pattern and length, low voltage problem is found to be common 
for all. Due to the low voltage issue, some of the small and cottage industry consumers are using diesel generator and 
some are curtailing their production, resulting both are hindering productivity and profit. Hence, it is very important to 
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Materials &Methods 
In this study, the substation is considered as bus 1 (reference bus) having voltage 1∡0 throughout the calculation. In 
the distribution line from a point where each 11/0.4kV transformer gets supply through tapping in 11kV line is 
considered as a bus and line connecting two such buses is considered as a branch. Each branch has finite resistance and 
reactance (R & X) values. Further, the capacity of the transformer (kVA rating) is denoted by apparent power S. The 
adopted network model is shown in Figure 3. In a large distribution network, it is challenging to identify the start node 
and end node of the branch. During modelling, individual bus, branch and transformer loading should be numbered 
accordingly, otherwise, the result will mislead the general assumption. Hence, initially, the data of the network is 
collected and tabulated as shown in Table 1. For proper identification of a bus, branch and respective load, a BraBus 
matrix is created with a unique size: [Branch number x Bus number]. In this matrix, starting bus and the end bus is 
denoted by ‘1’ & ‘-1’ respectively, and the rest of the elements are considered to be zero. For the considered network as 
shown in Figure 3, the associated BraBus matrix is determined and shown in Table 2. Here, each column number depicts 
the bus number having bus voltage and loading of the network, and each column having multiple ‘1’ values reflects the 
branching bus. In Table 2, a second column containing two ‘1’ denotes the branching bus in the network. Every row will 
have a single ‘1’ and ‘-1’, i.e. branch and the corresponding row number is known as branch number. Each branch is 
holding current, impedance, and branch loss data. (Bompard et al., 2000) 
 
 
Figure 3: Modeling of the feeder 
 
Table 1: Description table of the network 
S.N. From Bus To Bus R X kW kVAR 
1 1 2 R1 X1 P1 Q1 
2 2 3 R2 X2 P2 Q2 
3 2 4 R3 X3 P3 Q3 
4 4 5 R4 X4 P4 Q4 
 
Table 2: BraBus matrix of the network 
Branch Bus 1 Bus 2 Bus 3 Bus 4 Bus 5 
Branch 1 1 -1 0 0 0 
Branch 2 0 1 -1 0 0 
Branch 3 0 1 0 -1 0 
Branch 4 0 0 0 1 -1 
 
After developing the network and its parameters, a forward/ backward sweep algorithm is used to analyze the load 
flow in the network, and the ACO technique is used to choose the best location of DG penetration. Similarly, the 
capacitor bank is considered as a reactive power source and solar PV is considered as a DG source that provides the 
active power to the network. However, due to technical constraints, the size of DG is limited to 45% of the total 
connected active load (Kadir et al., 2014). Further, the maximum size of the capacitor bank is estimated to serve all the 
connected reactive loads. The detail approaches of the adopted algorithms are described as below:  
 
A. Backward Sweep Algorithm 
In a backward sweep algorithm, initially, branch currents (Ibr1, Ibr2, …….,IbrN) should be calculated from the end 
bus, in which BraBus matrix plays a significant role. The current is calculated by using the equation S = VI*, which yields 
the current at each branch. Let say, we need to know the value of branch current of the network (Figure 3) at branch 4, 
and is calculated by using Equations 1 and 2. Where V5m is the initial bus voltage of bus number 5. 









∗ +       (2) 
   
Likewise, the current is summed up from the end bus to starting bus as shown in Table III. In this way, the final 
current (or total current) of the network is calculated by using Equation 3. 
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This algorithm simply follows Kirchhoff’s current law to sum the total branch current. Once all the current is 
calculated, then the forward sweep approach is followed to estimate the bus voltage. For the forward sweep, all of the 
calculated branch current in the backward sweep is used. 
 
B. Forward Sweep Algorithm 
This algorithm is used to calculate the bus voltage with the help of branch current, calculated in backward sweep 
and branch impedance from the table formulated in data collection. The general assumption for this algorithm is, the 
voltage at starting bus (or slack bus or substation) is always 1∡0. The voltage at the bus connected with starting bus is 




  −      ∗    (4) 
 
In this way, the bus voltage calculation process will go up to the end bus, and the end bus voltage (say VN) is 
calculated as [1], 
   
    =     
  −      ∗    (5) 
 
WhereIbrkis end branch current, Zk is end branch impedance (Rk + jXk), Vim is initial bus voltage and VNm+1 is the updated 
bus voltage of Nth bus. Let say, i represents any bus number of the system, after calculating the bus voltage Vim+1, it was 
compared with the previous bus voltage Vim, if the difference is less than or equals to a predefined value (i.e. ∆V< 
0.00001), then the bus voltage Vim+1 is stored. After receiving the value of bus voltage and branch current using the 
forward/ backward sweep algorithm, branch loss can be calculated in an active and reactive form as given by Equations 
6 and 7. 
       =  (    )
  ∗       (6) 
       =  (    )
  ∗       (7) 
 
I2R loss in each branch is denoted by kWbri, as shown in Equation 6, i denotes the branch number, Ibr represents the 
branch current, and Rbriis the corresponding branch resistance. Similarly, kVARbridenotes the reactive power loss in 
branch ‘i’ as in Equation 9. With the help of equation (1) to (9), all node voltages, branch current and branch loss can be 
estimated for a given network. 
         =  (    )
  ∗       (8) 
         =  (    )
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C. Ant Colony Optimization 
In this study, the ACO technique is used to choose the best location for DG penetration. In this method, the 
probability of most likely bus for DG penetration is identified by Equation 10, and the value of pheromone τ   will be 










     ;  0   ℎ       (10) 
Where,    ( )




  , α = control parameter for    ,      =
1
(           (  )   , β = control parameter for    . 
 
 τ  (t + n) = (1 −  ). τ  (t) + ∆τ   (11) 
 
Where, 1-ρ = pheromone evaporation rate, where the value of    is considered to be 0.5 (Drigo, 1996). 
 
In this way, active pheromone and reactive pheromone was evaluated with the help of active and reactive branch 
loss across corresponding bus voltage.  Then the number of active and reactive ants will choose the highest pheromone 
path accordingly. As the main purpose is to integrate capacitor bank and solar PV on the distribution system for voltage 
profile improvement with minimization of branch loss; a number of active and reactive ants were generated. These ants 
have been following the highest pheromone path developed by the equation (10) & (11) in continuous iteration unless 
the objective is reached in the optimum solution. In this analysis, assumptions made for the size of the active and 
reactive ants are 50 kW and 100 kVAR respectively. Furthermore, the number of active and reactive ants were generated 
by Equation 12 and 13. Considering various technical aspects, the maximum permissible size of solar PV as a DG source 
is limited to 45% of the total connected load (Kadir et al., 2014). The proposed flowchart for ACO is shown in Figure 4.  
 
 No of Active ants =  
Total kw demand ∗ 0.45
Size of active ant (i. e. 50 kw)
 (12) 
 No of Reactive ants =  
Total kvar demand + kvar branch loss
Size of reactive ant (i. e. 100 kvar)
 (13) 
 
Results and Discussion 
In this study, the spacing between the tapping points for transformers is considered as a bus, and the kVA rating of 
the transformer with 0.8 PF is taken as a connected load with that bus. Distance between the two transformers is 
considered as the branch. Firstly, the proposed algorithm is tested on IEEE 33 bus system for validation and then used 
for the case study area. With the proposed methodology and assumptions, the following outcomes have been obtained: 
 
A. IEEE 33 Bus System 
Based on the pheromone value deposited on the branch, the ACO algorithm sends an arbitrary number of active and 
reactive ants to corresponding buses and performs the load flow analysis. The maximum number of active and reactive 
ants were generated by using equation (10) and (11) are 33 and 25. Once these ants follow the path concerning the 
pheromone deposited on the branch, the voltage profile of the system was found to be improved significantly with 
reduced branch loss for IEEE 33 bus system as shown in Figure 5 and 6. Total insertion of 2,500 kVAR capacitor bank and 
the 1500 kVA of solar PV inverter capacity as shown in Table 3, reduced the branch losses significantly up to 82.3% as 
shown in Figure 6. It is clearly seen that the proposed method contributed to improving the voltage profile significantly, 
as well as the energy losses. Proposed ACO is used to identify the optimal location for the integration of DGs so that the 
system performance will be improved optimally. Table 3 gives the location of the bus and the integrated DGs, which 
were found to be optimal by using ACO.  
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Figure 6: Branch loss of IEEE 33 bus system
 
B. Case study of Laukhi Feeder 
Load flow of the actual system as shown in Figure 2 gives information about the system regarding voltage and 
branch loss. Based on that, the pheromone trail is developed and the suitable size and location of the DG and capacitor 
bank were identified. During the analysis, 
MVA respectively. Load flow data of the exis
ACO, the following configurations are identified to 
4. 
In the base case (Existing system), the minimum voltage is encountered at bus number 21 with 0.83 pu, beyond the 
acceptable limit, i.e. 0.95 pu. To improve this voltage profile, we have
bank or both. With the integration of the 
0.966 pu. While with the insertion of both capacitor bank and solar PV, as presented in Ta
system was significantly better than with the capacitor bank alone. In this arrangement, the minimum voltage was found 
at many buses with 0.989 pu. After integrating 2
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3: DG integration on IEEE 33 bus system 
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ting system was converged in the seventh iteration using FBSA. Using 
improve the voltage and branch loss of the system as shown in Table 
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capacitor bank only, a minimum voltage was found at bus number 43 with 
ble 4, the voltage profile of the 
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Similarly, it is identified that branch number 10 has the highest branch loss (kW and kVAR) comparing to other 
branches of the Laukahi feeder. Likewise, starting buses (4 to 7) has significant branch losses as shown in Figure 8. On 
the other hand, the impacts of DG insertion are also present in the total branch loss of the system. In the first case, 
considering the existing system, total losses are 379.23 kW and 344.55 kVAR respectively. In the second case, with 
capacitor bank, branch losses have been reduced to 187.32 kW and 170.19 kVAR. Finally, in the third case, with the 
presence of both solar PV and capacitor bank, branch loss is further reduced to 48.48 kW and 44.047 kVAR. The existing 
system has a minimum voltage of 0.828 pu, which will be upg
placement, and the branch loss will be reduced up to 50.6%. If we used both the capacitor segment and the solar PV 
considered as mixed DG, significant improvement on the system can be observed as shown in 
DG reduced the system branch loss up to 87.22% considering the technical limitations of  DG, the minimum voltage of 
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4: Location and Size of DG in Laukahi feeder 















Figure 8: Branch loss of the Laukahi feeder 
raded to 0.965 pu with the proposed capacitor bank 
-4.050 at bus number 24.
17 21 25 29 33 37 41 45 49 53 57 61 65 69
Bus NumberExisting Capacitor Bank+Solar PV  
















Figure 9. Moreover, mixed 
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Figure 9: Comparison of branch losses in Laukahi feeder
Conclusions 
Most of the distribution system in Nepal is radial. Due to the far
the system is being poor. In addition, a significant amount of bran
such a situation, simply DG penetration was not considered as the proper solution, rather appropriate size and location 
of DG insertion played a significant role in the system improvement. In this study
analyze the system that may help to improve the voltage profile and minimization of branch loss in the radial 
distribution system. Hence, for the specific case study area, the following conclusions have been drawn:
a. Branch loss of the Laukahi feeder can be reduced up to 87.22 % using capacitor bank and solar PV.
b. The minimum system voltage of the Laukahi feeder can be upgraded from 0.8286 pu to 0.982 pu.
c. A suitable place of DG penetration can be efficiently identified by u
d. A hybrid model combining different approaches can analyze the system’s performance, and help in system 
planning and monitoring tasks.
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